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將高速直驅伺服馬達、電控箱、電源開關完全整合

於縫紉機中，並支援多種選配功能，實現一體直驅

化的繃縫機。

C007LQT is equipped with high-speed direct drive servo motor, electric control box, 

and power switch. In addition, it supports a variety of optional functions to become 

an all-in-one direct drive interlock stitch machine.

C007LQT

超高速機電一體步進筒型繃縫機

Ultra High Speed Mechatronic Stepping 
Motor Cylinder Bed Interlock Sewing Machine



一般平縫 / 下擺車縫 
General Seaming/Bottom Hemming

⑤

⑦

C007LQT

W12⑤ -2⑦ /CH /UTM 1,2 2 4 3.2/ 4.0/ 4.8 1.4~3.6 0.9~1.4  5/7 U 5000

W12⑤ -3⑦ /CH /UTM 1,2 3 5 4.8/ 5.6/ 6.4 1.4~3.6 0.9~1.4  5/7 U 5000

U12⑤ -2⑦ /CH /UTM 1,2 2 3 3.2/ 4.0/ 4.8 1.4~3.6 0.9~1.4  5/7 U 5000

U12⑤ -3⑦ /CH /UTM 1,2 3 4 4.8/ 5.6/ 6.4 1.4~3.6 0.9~1.4  5/7 U 5000

F E A T U R E S特 點

C007LQT/UTM
C007LQT

S P E C I F I C A T I O N S規  格

由於對產品的改良及更新，本產品型錄中之產品規格及外觀的修改恕不事先通知!
The specification and/or appearences of the equipment described in this catalogue 
are subject to change without previous notice because of modification. C.S2023-33. AUG. 2023

步進驅動自動剪線與抬壓腳，電磁鐵驅動上夾

線裝置，不受氣壓限制，力量足，聲音輕，方

便調整與維護，使用壽命更長。

Stepping motor drives auto thread trimmer and 
foot lifter. Solenoid-driven upper thread gripper,  
not limited by air pressure. Sufficient power, soft 
sound, easy adjustment and maintenance with 
longer service life.

標配 LED 燈  Standard LED lights

整機運作平順，低噪音，

低震動。

Machine works smoothly 
with low noise and vibration.

一體式電控，為裝配與調

整帶來便利性。

In tegrated control  box 
design, easy assembly and 
adjustment.
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伺服電機驅動，反應速度快，停針更精

準。

Driven by servo motor with quick 
response and precise needle stop 
position.

薄料至針織布多層厚度皆可良好應對，

無須調整且線跡美觀。

Suitable for fine to heavy knit fabrics, 
good stitches without further adjustment.
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